NEW MODEL UNIDEN BEARCAT UBC 180 
XLT Pre-Info 


RANGE(MHz) STEP(kHz) BAND SUBJECT 

25.0000-29.9950 5 FM VHF Low Band 
30.0000-79.9875 12.5 FM VHF Low Police Band 
80.0000-82.9900 10 FM VHF Low Band 
83.0000-87.2625 12.5 FM VHF Low Band 
108.0000-136.9875 12.5/8.33 selectableAM Aircraft 

138.0000-157.9875 12.5 FM 2 Meter Amateur Band 
158.0000-160.5900 10 FM VHF High Band 
160.6000-162.5875 12.5 FM VHF High Band 
162.6000-173.9900 10 FM VHF High Police Band 
406.0000-439.9875 12.5 FM Federal Gov. Land Mobile 
440.0000-465.9900 10 FM 70 cm Amateur Band 
466.0000-469.9900 10 FM UHF Standard Band 
470.0000-512.0000 12.5 FM UHF “T” Band(non-Europe) 
806.0000-960.0000 12.5 FM SRD and CordlessPhone B 


Twin Turbo Scan & Search —This lightning-fast technology enables the UBC180XLT to scan nearly 
100 channels per second. Search speed is selectable between 100 and 300 steps per second. (300 steps 
per second only in bands with 5 kHz steps.) Because the frequency coverage is so large (see previous 
section for band listing), very fast scanning and searching are essential. That is why we combined our 
latest technology — Twin Turbo — into the UBC180XLT. 

100 Channels You can program each of these memory channels to store one frequency. 

14 Bands, 10 Banks Includes 14 Bands, with Aircraft and 800 MHz. 10 Banks of 10 channels each 
are useful for storing similar frequencies in order to maintain faster scanning cycles. 
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